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(57) ABSTRACT

A direct current (DC)-DC converter, which includes an open
loop ripple cancellation circuit, a switching supply, and a
parallel amplifier, is disclosed. During a calibration mode, the
parallel amplifier provides a parallel amplifier output current
to regulate a power supply output voltage based on a calibra-
tion setpoint. The switching supply drives the parallel ampli-
fier output current toward zero using a switching control
signal, such that during the calibration mode, an estimate of a
current gain is based on the switching control signal. Further,
during the calibration mode, the open loop ripple cancellation
circuit is disabled. During a normal operation mode, the open
loop ripple cancellation circuit provides a ripple cancellation
current, which is based on the estimate of the current gain.
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OPEN LOOP RIPPLE CANCELLATION
CIRCUIT IN A DC-DC CONVERTER

RELATED APPLICATIONS

This application claims the benefit of U.S. provisional
patent application No. 61/701,114, filed Sep. 14, 2012, the
disclosure of which is incorporated herein by reference in its
entirety.

FIELD OF THE DISCLOSURE

The present disclosure relates to direct current (DC)-DC
converters and radio frequency (RF) circuitry.

BACKGROUND

Switching power supplies often utilize inductive elements
as energy storage elements to translate input power supply
voltages to output power supply voltages, which are different
from the input power supply voltages. As such, an inductive
element in a switching power supply typically operates with
a current increasing phase and a current decreasing phase,
thereby resulting in an inductor current that is not constant. As
a result, the inductor current may have a constant DC current
and a varying AC current, which is commonly called a ripple
current. The DC current is desirable and is required to provide
power to a load from the switching power supply. The ripple
current is typically undesirable and may be problematic for
the load. Thus, there is a need for a switching power supply
that minimizes the ripple current, mitigates effects of the
ripple current, or both.

SUMMARY

A direct current DC-DC converter, which includes an open
loop ripple cancellation circuit, a switching supply, and a
parallel amplifier, is disclosed. During a calibration mode, the
parallel amplifier provides a parallel amplifier output current
to regulate a power supply output voltage based on a calibra-
tion setpoint. The switching supply drives the parallel ampli-
fier output current toward zero using a switching control
signal, such that during the calibration mode, an estimate of a
current gain is based on the switching control signal. Further,
during the calibration mode, the open loop ripple cancellation
circuit is disabled. During a normal operation mode, the open
loop ripple cancellation circuit provides a ripple cancellation
current, which is based on the estimate of the current gain.

In one embodiment of the DC-DC converter, the DC-DC
converter operates in either the calibration mode or the nor-
mal operation mode. During both the calibration mode and
the normal operation mode, the switching supply provides a
DC current and a ripple current to at least partially provide a
power supply output signal. During both the calibration mode
and the normal operation mode, the parallel amplifier pro-
vides the parallel amplifier output current to at least partially
provide the power supply output signal. Since the ripple cur-
rent is typically undesirable, during the normal operation
mode, the open loop ripple cancellation circuit provides a
ripple cancellation current to at least partially cancel the
ripple current. During the calibration mode, the open loop
ripple cancellation circuit is disabled.

In one embodiment of the DC-DC converter, to maximize
cancellation of the ripple current, the ripple cancellation cur-
rent must be about equal and inverted to the ripple current.
However, the switching supply includes an inductive ele-
ment, such that the ripple current is based on an inductance of
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the inductive element. Further, due to initial manufacturing
tolerances, temperature drift, and the like, the inductance may
change during operation, and the inductance may vary from
unit to unit. Therefore, to maximize cancellation of the ripple
current, the estimate of the current gain is updated to com-
pensate for inductance changes, other changes, or both.

In one embodiment of the DC-DC converter, during the
calibration mode, a calibration circuit is coupled to the
switching supply and to power supply control circuitry. Dur-
ing the calibration mode, the calibration circuit mimics
behavior of the switching supply to determine the estimate of
the current gain. In one embodiment of the DC-DC converter,
the DC-DC converter includes the calibration circuit.

Those skilled in the art will appreciate the scope of the
disclosure and realize additional aspects thereof after reading
the following detailed description in association with the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings incorporated in and forming
a part of this specification illustrate several aspects of the
disclosure, and together with the description serve to explain
the principles of the disclosure.

FIG. 1 shows a DC-DC converter according to one embodi-
ment of the present disclosure.

FIG. 2 shows the DC-DC converter according to an alter-
nate embodiment of the DC-DC converter.

FIG. 3 shows the DC-DC converter according to an addi-
tional embodiment of the DC-DC converter.

FIG. 4 shows the DC-DC converter according to another
embodiment of the DC-DC converter.

FIG. 5 shows the DC-DC converter according to a further
embodiment of the DC-DC converter.

FIG. 6 shows an RF communications system according to
one embodiment of the RF communications system.

FIG. 7 shows the RF communications system according to
an alternate embodiment of the RF communications system.

FIG. 8 shows details of a combined filter and operational
transconductance amplifier (OTA) illustrated in FIG. §
according to one embodiment of the combined filter and
OTA.

FIG. 9 shows details of the combined filter and operational
transconductance amplifier (OTA) illustrated in FIG. §
according to an alternate embodiment of the combined filter
and OTA.

FIG. 10 shows details of a switching controller illustrated
in FIG. 5 according to one embodiment of the switching
controller.

FIG. 11 shows details of a calibration oscillator illustrated
in FIG. 4 according to one embodiment of the calibration
oscillator.

DETAILED DESCRIPTION

The embodiments set forth below represent the necessary
information to enable those skilled in the art to practice the
disclosure and illustrate the best mode of practicing the dis-
closure. Upon reading the following description in light of the
accompanying drawings, those skilled in the art will under-
stand the concepts of the disclosure and will recognize appli-
cations of these concepts not particularly addressed herein. It
should be understood that these concepts and applications fall
within the scope of the disclosure and the accompanying
claims.

FIG. 1 shows a DC-DC converter 10 according to one
embodiment of the present disclosure. The DC-DC converter
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10 includes an open loop ripple cancellation circuit 12, a
switching supply 14, a parallel amplifier 16, and a load
capacitive element CL. Further, the DC-DC converter 10 has
an output connection node 18. A DC power source 20 pro-
vides a DC source signal VDC to the DC-DC converter 10.
The DC source signal VDC has a DC source voltage DCV. In
one embodiment of the DC power source 20, the DC power
source 20 is a battery. The DC-DC converter 10 provides a
power supply output signal PSO via the output connection
node 18. The power supply output signal PSO has a power
supply output voltage PSV. In one embodiment of the DC-DC
converter 10, the power supply output signal PSO is based on
the DC source signal VDC. As such, the power supply output
voltage PSV is based on the DC source signal VDC.

The open loop ripple cancellation circuit 12 is coupled to
the output connection node 18. The switching supply 14 is
coupled to the output connection node 18. The parallel ampli-
fier 16 is coupled to the output connection node 18. The load
capacitive element CL is coupled between the output connec-
tion node 18 and a ground. In one embodiment of the DC-DC
converter 10, the open loop ripple cancellation circuit 12 is
coupled between the DC power source 20 and the output
connection node 18. In one embodiment of the DC-DC con-
verter 10, the switching supply 14 is coupled between the DC
power source 20 and the output connection node 18. In one
embodiment of the DC-DC converter 10, the parallel ampli-
fier 16 is coupled between the DC power source 20 and the
output connection node 18.

In one embodiment of the DC-DC converter 10, the DC-
DC converter 10 operates in either a calibration mode or a
normal operation mode. During the normal operation mode,
the open loop ripple cancellation circuit 12 provides a ripple
cancellation current IC. During both the calibration mode and
the normal operation mode, the switching supply 14 provides
a DC current ID and a ripple current IR. During both the
calibration mode and the normal operation mode, the parallel
amplifier 16 provides a parallel amplifier output current IP.

In one embodiment of the DC-DC converter 10, the switch-
ing supply 14 provides a switching control signal SCS to the
open loop ripple cancellation circuit 12. Further, the switch-
ing supply 14 uses the switching control signal SCS to control
internal switching of the switching supply 14. The open loop
ripple cancellation circuit 12 provides a first current sense
signal CS1 to the switching supply 14. The parallel amplifier
16 provides a second current sense signal CS2 to the switch-
ing supply 14. The first current sense signal CS1 is represen-
tative of the ripple cancellation current IC and the second
current sense signal CS2 is representative of the parallel
amplifier output current IP.

During the normal operation mode, the parallel amplifier
16 provides the parallel amplifier output current IP to regulate
the power supply output voltage PSV based on a normal
operation setpoint. During the calibration mode, the parallel
amplifier 16 provides the parallel amplifier output current [P
to regulate the power supply output voltage PSV based on a
calibration setpoint. In this regard, during both the calibration
mode and the normal operation mode, the parallel amplifier
16 at least partially provides the power supply output signal
PSO. In one embodiment of the DC-DC converter 10, the
calibration setpoint is equal to about one-half of a magnitude
of the DC source voltage DCV.

In one embodiment of the DC-DC converter 10, during
both the calibration mode and the normal operation mode, the
switching supply 14 drives the parallel amplifier output cur-
rent [P toward zero using the switching control signal SCS. In
this regard, during both the calibration mode and the normal
operation mode, the switching supply 14 at least partially
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provides the power supply output signal PSO. During the
calibration mode, an estimate of a current gain is based on the
switching control signal SCS. In one embodiment of the
DC-DC converter 10, the estimate of the current gain ECG is
based on a frequency of the switching control signal SCS. In
one embodiment of the DC-DC converter 10, the switching
supply 14 operates more efficiently than the parallel amplifier
16. Therefore, by driving the parallel amplifier output current
IP toward zero, efficiency of the DC-DC converter 10 may be
increased. Further, the parallel amplifier 16 may provide the
power supply output voltage PSV more accurately than the
switching supply 14. In this regard, the parallel amplifier 16
behaves like a voltage source and the switching supply 14
behaves like a current source.

In one embodiment of the switching supply 14, the switch-
ing supply 14 drives the parallel amplifier output current IP
toward zero based on both the first current sense signal CS1
and the second current sense signal CS2. In an alternate
embodiment of the switching supply 14, the switching supply
14 drives the parallel amplifier output current IP toward zero
based on only the second current sense signal CS2.

In one embodiment of the DC-DC converter 10, during the
calibration mode, the open loop ripple cancellation circuit 12
is disabled. During the normal operation mode, the open loop
ripple cancellation circuit 12 operates using an operating
current gain to at least partially cancel the ripple current IR,
which is produced by the switching supply 14. The operating
current gain is based on the estimate of the current gain. In one
embodiment of the open loop ripple cancellation circuit 12,
during the normal operation mode, the ripple cancellation
current IC at least partially cancels the ripple current IR.

In one embodiment of the DC-DC converter 10, the DC
power source 20 provides power to the open loop ripple
cancellation circuit 12 via the DC source signal VDC, such
that the ripple cancellation current IC is further based on the
DC source signal VDC. In one embodiment of the DC-DC
converter 10, the DC power source 20 provides power to the
switching supply 14 via the DC source signal VDC, such that
the DC current ID and the ripple current IR are further based
on the DC source signal VDC. In one embodiment of the
DC-DC converter 10, the DC power source 20 provides
power to the parallel amplifier 16 via the DC source signal
VDC, such that the parallel amplifier output current IP is
further based on the DC source signal VDC.

FIG. 2 shows the DC-DC converter 10 according to an
alternate embodiment of the DC-DC converter 10. The DC-
DC converter 10 illustrated in FIG. 2 is similar to the DC-DC
converter 10 illustrated in FIG. 1, except the DC-DC con-
verter 10 illustrated in FIG. 2 further includes power supply
control circuitry 22 and a calibration circuit 24. Additionally,
the DC power source 20 is not shown to simplify FIG. 2 and
a load circuit 26 is coupled between the output connection
node 18 and the ground. As such, the DC-DC converter 10
provides the power supply output signal PSO to the load
circuit 26. In one embodiment of the load circuit 26, the load
circuit 26 is sensitive to effects of the ripple current IR.
Therefore, the open loop ripple cancellation circuit 12 sub-
stantially cancels the effects of the ripple current IR using the
ripple cancellation current IC.

The power supply control circuitry 22 is coupled to each of
the open loop ripple cancellation circuit 12, the switching
supply 14, the parallel amplifier 16, and the calibration circuit
24. As such, the power supply control circuitry 22 may con-
figure, control, or both, each of the open loop ripple cancel-
lation circuit 12, the switching supply 14, the parallel ampli-
fier 16, and the calibration circuit 24. The power supply
control circuitry 22 selects either the calibration mode or the
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normal operation mode. During the normal operation mode,
the power supply control circuitry 22 selects the operating
current gain of the open loop ripple cancellation circuit 12
based on the estimate of the current gain ECG.

During the calibration mode, the calibration circuit 24
receives the switching control signal SCS and provides an
estimated current gain signal CGS to the power supply con-
trol circuitry 22. As such, during the calibration mode, the
calibration circuit 24 provides the estimate of the current gain
ECG to the power supply control circuitry 22 via the esti-
mated current gain signal CGS. In one embodiment of the
DC-DC converter 10, during the normal operation mode, the
calibration circuit 24 is disabled.

In one embodiment of the DC-DC converter 10, drift in the
DC-DC converter 10 may occur. The drift in the DC-DC
converter 10 may cause an accuracy error in the ripple can-
cellation current IC. As a result, the power supply control
circuitry 22 periodically toggles between the calibration
mode and the normal operation mode to compensate for the
drift in the DC-DC converter 10. The drift in the DC-DC
converter 10 may be based on changes in an operating tem-
perature of the DC-DC converter 10, changes in the DC
source voltage DCV (FIG. 1) of the DC-DC converter 10,
changes in the normal operation setpoint of the DC-DC con-
verter 10, other changes of the DC-DC converter 10, or any
combination thereof.

FIG. 3 shows the DC-DC converter 10 according to an
additional embodiment of the DC-DC converter 10. The DC-
DC converter 10 illustrated in FIG. 3 is similar to the DC-DC
converter 10 illustrated in FIG. 2, except the DC-DC con-
verter 10 illustrated in FIG. 3 does not include the calibration
circuit 24. As such, the calibration circuit 24 is external to the
DC-DC converter 10. Since the calibration circuit 24 is exter-
nal to the DC-DC converter 10, it may not be possible to
periodically toggle between the calibration mode and the
normal operation mode. Therefore, in one embodiment of the
DC-DC converter 10, the calibration mode is rarely selected.
However, in one embodiment of the DC-DC converter 10, the
drift in the DC-DC converter 10 may occur and cause an
accuracy error in the ripple cancellation current IC. As a
result, the power supply control circuitry 22 compensates for
the drift in the DC-DC converter 10 using at least one look-up
table.

The drift in the DC-DC converter 10 may be based on
changes in an operating temperature of the DC-DC converter
10, changes in the DC source voltage DCV (FIG. 1) of the
DC-DC converter 10, changes in the normal operation set-
point of the DC-DC converter 10, other changes of the DC-
DC converter 10, or any combination thereof.

FIG. 4 shows the DC-DC converter 10 according to another
embodiment of the DC-DC converter 10. The DC-DC con-
verter 10 illustrated in FIG. 4 shows details of the calibration
circuit 24 illustrated in FIG. 2. The calibration circuit 24
includes a calibration frequency comparator 28 and a calibra-
tion oscillator 30. During the calibration mode, the switching
supply 14 provides the switching control signal SCS to the
calibration frequency comparator 28, such that the switching
control signal SCS has a calibration frequency, which func-
tions as a reference frequency for a frequency locked loop.

During the calibration mode, the calibration oscillator 30
provides an oscillator output signal OOS to the calibration
frequency comparator 28. During the calibration mode, the
calibration frequency comparator 28 provides the estimated
current gain signal CGS to the calibration oscillator 30 and to
the power supply control circuitry 22 based on a frequency
difference between the switching control signal SCS and the
oscillator output signal OOS. As such, the calibration fre-
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quency comparator 28 and the calibration oscillator 30 form
the frequency locked loop. The calibration oscillator 30 func-
tions as a controlled oscillator, such that as a magnitude of the
estimated current gain signal CGS increases, a frequency of
the oscillator output signal OOS decreases, and vice versa.
Once the frequency locked loop has locked and stabilized, the
oscillator output signal OOS has a frequency based on the
estimated current gain signal CGS and the estimated current
gain signal CGS is representative of the estimate of the cur-
rent gain ECG. As a result, there is an inverse relationship
between the estimate of the current gain ECG and the cali-
bration frequency. In one embodiment of the estimated cur-
rent gain signal CGS, the estimated current gain signal CGS
is a digital word.

In this regard, in one embodiment of the DC-DC converter
10, an exemplary objective of the calibration is to determine
the estimate of the current gain ECG, which when used by the
open loop ripple cancellation circuit 12 produces the ripple
cancellation current IC that maximizes cancellation of the
ripple current IR atadesired ripple cancellation frequency. As
such, in one embodiment of the DC-DC converter 10, during
the normal operation mode, the open loop ripple cancellation
circuit 12 operates using the operating current gain to
approximately maximize cancellation of the ripple current IR
ata desired ripple cancellation frequency. In one embodiment
of'the desired ripple cancellation frequency, the desired ripple
cancellation frequency is equal to about 30 megahertz. In one
embodiment of the desired ripple cancellation frequency, the
desired ripple cancellation frequency is about equal to an RF
duplex frequency.

FIG. 5 shows the DC-DC converter 10 according to a
further embodiment of the DC-DC converter 10. The DC-DC
converter 10 illustrated in FIG. 5 is similar to the DC-DC
converter 10 illustrated in FIG. 2, except the DC-DC con-
verter 10 illustrated in FIG. 5 shows details of the open loop
ripple cancellation circuit 12, the switching supply 14, and
the parallel amplifier 16 according to one embodiment of the
open loop ripple cancellation circuit 12, one embodiment of
the switching supply 14, and one embodiment of the parallel
amplifier 16. Additionally, the calibration circuit 24 and the
load circuit 26 are not shown to simplify FIG. 5.

The switching supply 14 includes a switching controller
32, switching circuitry 34, and a switching inductive element
LS. The parallel amplifier 16 includes a linear amplifier 36
and a parallel amplifier offset capacitive element CA. The
open loop ripple cancellation circuit 12 includes a delay cir-
cuit 38, a combined filter and operational transconductance
amplifier (OTA) 40, and a ripple circuit offset capacitive
element CR.

The switching controller 32, the switching circuitry 34, and
the switching inductive element LS are coupled in series
between the power supply control circuitry 22 and the output
connection node 18. As such, the switching controller 32 is
coupled to the power supply control circuitry 22, the switch-
ing inductive element LS is coupled to the output connection
node 18, and the switching circuitry 34 is coupled between
the switching controller 32 and the switching inductive ele-
ment LS. In this regard, the switching inductive element LS is
coupled between the switching circuitry 34 and the output
connection node 18.

The delay circuit 38, the combined filter and OTA 40, and
the ripple circuit offset capacitive element CR are coupled in
series between the power supply control circuitry 22 and the
output connection node 18. As such, the delay circuit 38 is
coupled to the power supply control circuitry 22, the ripple
circuit offset capacitive element CR is coupled to the output
connection node 18, and the combined filter and OTA 40 is
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coupled between the delay circuit 38 and the ripple circuit
offset capacitive element CR. In one embodiment of the open
loop ripple cancellation circuit 12, the ripple circuit offset
capacitive element CR is omitted. Therefore, in general, the
delay circuit 38 and the combined filter and OTA 40 are
coupled in series to the output connection node 18.

The linear amplifier 36 and the parallel amplifier offset
capacitive element CA are coupled in series between the
power supply control circuitry 22 and the output connection
node 18. As such, the linear amplifier 36 is coupled to the
power supply control circuitry 22 and the parallel amplifier
offset capacitive element CA is coupled between the linear
amplifier 36 and the output connection node 18. In one
embodiment of the parallel amplifier 16, the parallel amplifier
offset capacitive element CA is omitted. Therefore, in gen-
eral, the linear amplifier 36 is coupled to the output connec-
tion node 18.

During both the calibration mode and the normal operation
mode, the linear amplifier 36 provides the parallel amplifier
output current IP via the parallel amplifier offset capacitive
element CA. As such, the parallel amplifier offset capacitive
element CA may have an offset voltage. This offset voltage
may allow the parallel amplifier 16 to function properly even
if the power supply output voltage PSV (FIG. 1) is greater
than the DC source voltage DCV (FIG. 1). The linear ampli-
fier 36 provides the second current sense signal CS2 to the
switching controller 32. The second current sense signal CS2
is indicative of the parallel amplifier output current IP from
the linear amplifier 36. In an alternate embodiment of the
parallel amplifier 16, the parallel amplifier offset capacitive
element CA is omitted.

In one embodiment of the combined filter and OTA 40, the
combined filter and OTA 40 is coupled to the power supply
control circuitry 22 and is powered via the DC source signal
VDC. During the calibration mode, the ripple circuit offset
capacitive element CR may have an offset voltage. This offset
voltage may allow the combined filter and OTA 40 to function
properly even if the power supply output voltage PSV (FIG.
1) is greater than the DC source voltage DCV (FIG. 1). In an
alternate embodiment of the open loop ripple cancellation
circuit 12, the ripple circuit offset capacitive element CR is
omitted. In one embodiment of the open loop ripple cancel-
lation circuit 12, a derived output current DIO is fed between
the linear amplifier 36 and the parallel amplifier offset capaci-
tive element CA.

In one embodiment of the open loop ripple cancellation
circuit 12, during the normal operation mode, the delay cir-
cuit 38 receives and delays the switching control signal SCS
to provide an input signal INS. Delaying the switching con-
trol signal SCS may be needed to properly time-align the
ripple cancellation current IC with the ripple current IR. In
one embodiment of the power supply control circuitry 22, the
power supply control circuitry 22 feeds an OTA configuration
signal OCS to the delay circuit 38. The power supply control
circuitry 22 controls the delay of the delay circuit 38 via the
OTA configuration signal OCS. In another embodiment of the
open loop ripple cancellation circuit 12, the delay circuit 38 is
fed with an alternate version of the switching control signal
SCS, such as an inductor input signal LIN. In an alternate
embodiment of the open loop ripple cancellation circuit 12,
the delay circuit 38 is omitted.

During the normal operation mode, the combined filter and
OTA 40 receives and processes the input signal INS to pro-
vide the derived output current DIO. As such, the combined
filter and OTA 40 high-pass filters the input signal INS to
process only frequencies of interest, such as the desired ripple
cancellation frequency. Further, the combined filter and OTA
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40 integrates the input signal INS to convert the square wave
input signal INS into a triangular wave. Finally, the combined
filter and OTA 40 amplifies and inverts the high-pass filtered
and integrated input signal INS to provide the proper derived
output current DIO based on the operating current gain. The
derived output current DIO passes through the ripple circuit
offset capacitive element CR to provide the ripple cancella-
tion current IC.

The power supply control circuitry 22 provides the OTA
configuration signal OCS to the combined filter and OTA 40.
As such, the power supply control circuitry 22 may configure
the combined filter and OTA 40 as needed via the OTA con-
figuration signal OCS. The power supply control circuitry 22
may select the operating current gain of the combined filter
and OTA 40 via the OTA configuration signal OCS. The
selected operating current gain may be represented as a digital
word. The combined filter and OTA 40 provides the first
current sense signal CS1 to the switching controller 32 based
on the derived output current DIO.

During both the calibration mode and the normal operation
mode, the switching controller 32 provides the switching
control signal SCS to both the switching circuitry 34 and the
delay circuit 38. The switching circuitry 34 provides the
inductor input signal LIN to the switching inductive element
LS based on the switching control signal SCS. The switching
inductive element LS has an inductor current IT, which pro-
vides the DC current ID and the ripple current IR. In one
embodiment of the switching controller 32, the switching
controller 32 is a bang-bang controller. As such, the inductor
input signal LIN is a square-wave signal, which may have any
duty-cycle.

In one embodiment of the switching circuitry 34, during a
peak of the square wave signal, the voltage of the inductor
input signal LIN is positive with respect to the power supply
output voltage PSV (FIG. 1), thereby causing the inductor
current 1L, to increase. Conversely, during a valley of the
square wave signal, the voltage of the inductor input signal
LIN is negative with respect to the power supply output
voltage PSV (FIG. 1), thereby causing the inductor current I,
to decrease. As a result, a square wave voltage is developed
across the switching inductive element LS. Due to integration
by the switching inductive element LS, this square wave
voltage produces a triangular wave ripple current in the induc-
tor current IL. This ripple current is undesirable and may be
problematic for proper operation of the load circuit 26 (FIG.
2).

In one embodiment of the DC-DC converter 10, during
both the calibration mode and the normal operation mode, the
switching controller 32 operates to drive the parallel amplifier
output current IP toward zero to maximize efficiency based on
the second current sense signal CS2. In an alternate embodi-
ment of the DC-DC converter 10, during both the calibration
mode and the normal operation mode, the switching control-
ler 32 operates to drive both the ripple cancellation current IC
and the parallel amplifier output current IP toward zero to
maximize efficiency based on both the first current sense
signal CS1 and the second current sense signal CS2.

The switching inductive element LS has an inductance L.
In one embodiment of the switching controller 32, during
both the calibration mode and the normal operation mode, the
frequency of the switching control signal SCS is based on the
inductance [, of the switching inductive element LS. As such,
during the calibration mode, the estimate of the current gain
ECG is further based on the inductance L of the switching
inductive element LS.

FIG. 6 shows an RF communications system 42 according
to one embodiment of the RF communications system 42.
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The RF communications system 42 includes RF transmitter
circuitry 44, RF system control circuitry 46, RF front-end
circuitry 48, an RF antenna 50, and a DC power source 20.
The RF transmitter circuitry 44 includes transmitter control
circuitry 52, an RF power amplifier (PA) 54, a DC-DC con-
verter 10, and PA bias circuitry 56.

In one embodiment of the RF communications system 42,
the RF front-end circuitry 48 receives via the RF antenna 50,
processes, and forwards an RF receive signal RFR to the RF
system control circuitry 46. The RF system control circuitry
46 provides an envelope power supply control signal VRMP
and a transmitter configuration signal PACS to the transmitter
control circuitry 52. The RF system control circuitry 46 pro-
vides an RF input signal RFI to the RF PA 54. The DC power
source 20 provides the DC source signal VDC to the DC-DC
converter 10.

The transmitter control circuitry 52 is coupled to the DC-
DC converter 10 and to the PA bias circuitry 56. The DC-DC
converter 10 provides the power supply output signal PSO to
the RF PA 54 based on the envelope power supply control
signal VRMP. As such, the power supply output signal PSO is
an envelope power supply signal EPS. The DC source signal
VDC provides power to the DC-DC converter 10. As such, the
envelope power supply signal EPS is based on the DC source
signal VDC. The envelope power supply control signal
VRMP is representative of a setpoint of the envelope power
supply signal EPS. The RF PA 54 receives and amplifies the
RF input signal RFI to provide an RF transmit signal RFT
using the envelope power supply signal EPS. The envelope
power supply signal EPS provides power for amplification.
The RF front-end circuitry 48 receives, processes, and trans-
mits the RF transmit signal RFT via the RF antenna 50. In one
embodiment of the RF transmitter circuitry 44, the transmitter
control circuitry 52 configures the RF transmitter circuitry 44
based on the transmitter configuration signal PACS.

The PA bias circuitry 56 provides a PA bias signal PAB to
the RF PA 54. Inthis regard, the PA bias circuitry 56 biases the
RF PA 54 via the PA bias signal PAB. In one embodiment of
the PA bias circuitry 56, the PA bias circuitry 56 biases the RF
PA 54 based on the transmitter configuration signal PACS. In
one embodiment of the RF front-end circuitry 48, the RF
front-end circuitry 48 includes at least one RF switch, at least
one RF amplifier, at least one RF filter, at least one RF
duplexer, at least one RF diplexer, at least one RF amplifier,
the like, or any combination thereof. In one embodiment of
the RF system control circuitry 46, the RF system control
circuitry 46 is RF transceiver circuitry, which may include an
RF transceiver IC, baseband controller circuitry, the like, or
any combination thereof. In one embodiment of the RF trans-
mitter circuitry 44, the DC-DC converter 10 provides the
envelope power supply signal EPS, which has switching
ripple. In one embodiment of the RF transmitter circuitry 44,
the envelope power supply signal EPS provides power for
amplification and envelope tracks the RF transmit signal RFT.

In one embodiment of the RF communications system 42,
the RF duplex frequency is equal to a difference between a
frequency of the RF input signal RFI and a frequency of the
RF transmit signal RFT. As a result, when the envelope power
supply signal EPS envelope tracks the RF transmit signal
RFT, noise from the envelope power supply signal EPS may
interfere with the RF input signal RFI. This interfering noise
may be at the RF duplex frequency. Therefore, to reduce
interference with the RF input signal RFI, in one embodiment
of'the desired ripple cancellation frequency, the desired ripple
cancellation frequency is about equal to the RF duplex fre-
quency. As such, in an exemplary embodiment of the desired
ripple cancellation frequency, the desired ripple cancellation
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frequency is equal to about 30 megahertz, which is about
equal to the RF duplex frequency. In one embodiment of the
RF communications system 42, the RF system control cir-
cuitry 46 selects either the calibration mode or the normal
operation mode and conveys the mode selection to the DC-
DC converter 10 via the transmitter configuration signal
PACS and the transmitter control circuitry 52.

FIG. 7 shows the RF communications system 42 according
to an alternate embodiment of the RF communications sys-
tem 42. The RF communications system 42 illustrated in FI1G.
7 is similar to the RF communications system 42 illustrated in
FIG. 6, except in the RF communications system 42 illus-
trated in FIG. 7, the RF transmitter circuitry 44 further
includes a digital communications interface 58, which is
coupled between the transmitter control circuitry 52 and a
digital communications bus 60. The digital communications
bus 60 is also coupled to the RF system control circuitry 46.
As such, the RF system control circuitry 46 provides the
envelope power supply control signal VRMP (FIG. 6) and the
transmitter configuration signal PACS (FIG. 6) to the trans-
mitter control circuitry 52 via the digital communications bus
60 and the digital communications interface 58.

FIG. 8 shows details of the combined filter and OTA 40
illustrated in FIG. 5 according to one embodiment of the
combined filter and OTA 40. The combined filter and OTA 40
includes an OTA 62 and a passive circuit 64. As such, the OTA
62 and the passive circuit 64 provide the combined filter and
OTA 40. The OTA 62 is coupled to the passive circuit 64.
Specifically, an inverting input to the OTA 62, a non-inverting
input to the OTA 62, and an output from the OTA 62 are
coupled to the passive circuit 64. The passive circuit 64
receives the input signal INS via an input IN to the passive
circuit 64 and the OTA 62 provides an output current IO, such
that the passive circuit 64 and the OTA 62 high-pass filter and
integrate the input signal INS to provide the output current IO.
A portion of the output current 10 is fed back to the passive
circuit 64. A feedback current IF is the portion of the output
current 10 that is fed back to the passive circuit 64. In one
embodiment of the passive circuit 64, the passive circuit 64
does not include any active elements. In this regard, the input
signal INS is received via the passive circuit 64 and the output
current 10 is provided via the OTA 62. The input signal INS
is high-pass filtered and integrated to provide the output cur-
rent IO using the passive circuit 64 and the OTA 62.

In one embodiment of the combined filter and OTA 40, the
OTA 62 is a single OTA. By combining high-pass filter,
integrator, and transconductance functions using the single
OTA, the combined filter and OTA 40 may operate with a
higher bandwidth than if multiple OTAs were used. As a
result, for a given process technology, a bandwidth of the
combined filter and OTA 40 may be maximized, thereby
maximizing an allowable bandwidth of the input signal INS.
The OTA 62 receives a positive-side input voltage VP at the
non-inverting input to the OTA 62. Further, the OTA 62
receives a negative-side input voltage VN at the inverting
input to the OTA 62. The OTA 62 provides the output current
10 based on a voltage difference between the positive-side
input voltage VP and the negative-side input voltage VN.
Specifically, the voltage difference is equal to a magnitude of
the positive-side input voltage VP minus a magnitude of the
negative-side input voltage VN. In this regard, since the OTA
62 provides the output current IO based on the voltage differ-
ence, the OTA 62 functions as a transconductance amplifier.
As such, a transconductance GM of the OTA 62 is equal to a
magnitude of the output current IO divided by the voltage
difference. Additionally, the OTA 62 receives the DC source
signal VDC to provide power to the OTA 62.
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The OTA 62 further provides the derived output current
DIO and the first current sense signal CS1, and receives the
OTA configuration signal OCS. The first current sense signal
CS1 is based on the derived output current DIO, such that the
first current sense signal CS1 is representative of the derived
output current DIO. In one embodiment of the first current
sense signal CS1, the first current sense signal CS1 is about
proportional to the derived output current DIO. In one
embodiment of the first current sense signal CS1, the first
current sense signal CS1 is based on a mirror current of the
output current 10. In one embodiment of the first current
sense signal CS1, a magnitude of the first current sense signal
CS1 is about equal to a first current scaling factor times a
magnitude of the derived output current DIO. In one embodi-
ment of the OTA 62, the first current sense signal CS1 is
programmable. As such, in one embodiment of the OTA 62,
the first current scaling factor is programmable. In this regard,
in one embodiment of the OTA 62, a magnitude of the first
current sense signal CS1 is programmable. In one embodi-
ment of the first current sense signal CS1, the first current
sense signal CS1 is a voltage signal. In an alternate embodi-
ment of the first current sense signal CS1, the first current
sense signal CS1 is a current signal.

In one embodiment of the OTA 62, the derived output
current DIO is programmable, such that the derived output
current DIO is based on the output current 10 and the OTA
configuration signal OCS. In one embodiment of the derived
output current DIO, the magnitude of the derived output
current DIO is about equal to the operating current gain OCG
times a magnitude of the output current 10, such that the
operating current gain OCG is based on the OTA configura-
tion signal OCS, as shown in EQ. 1 below.

DIO=0CG*]O. EQ. 1:

In one embodiment of the OTA 62, the first current sense
signal CS1 is programmable, such that the first current sense
signal CS1 is based on the derived output current DIO and the
OTA configuration signal OCS. In one embodiment of the
first current sense signal CS1, the magnitude of the first
current sense signal CS1 is about equal to the first current
scaling factor times a magnitude of the derived output current
DIO, such that the first current scaling factor is based on the
OTA configuration signal OCS. In one embodiment of the
OTA 62, both the first current scaling factor and the operating
current gain OCG are based on the OTA configuration signal
OCS.

FIG. 9 shows equivalent functional details of the combined
filter and OTA 40 illustrated in FIG. 5 when the combined
filter and OTA 40 is providing the output current 1O at the
desired ripple cancellation frequency DRF according to one
embodiment of the combined filter and OTA 40. The com-
bined filter and OTA 40 illustrated in FIG. 9 is similar to the
combined filter and OTA 40 illustrated in FIG. 8, exceptin the
combined filter and OTA 40 illustrated in FIG. 9, during the
normal operation mode, the OTA 62 provides an output volt-
age VO, and a functional equivalent of the passive circuit 64
at the desired ripple cancellation frequency DRF includes a
load resistive element RL, a first resistive element R1, and a
first capacitive element C1.

The load resistive element RL has a load resistance LR, the
first resistive element R1 has a first resistance 1R, and the first
capacitive element C1 has a first capacitance 1C. The load
resistive element RL is coupled between an output from the
OTA 62 and the ground. The first capacitive element C1 is
coupled between the output from the OTA 62 and the invert-
ing input to the OTA 62. The first resistive element R1 is
coupled between the input IN to the passive circuit 64 and the
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inverting input to the OTA 62. The non-inverting input to the
OTA 62 is coupled to the ground. An “s” operator is defined
by EQ. 2, as shown below.

S=j*2*m*DRF, EQ.2:

where j is an imaginary complex operator, 7 is equal to
about 3.14159, and DRF is the desired ripple cancellation
frequency DRF. Normally, the OTA 62 will drive the inverting
input to the OTA 62 to be about equal to the non-inverting
input to the OTA 62. The input signal INS has an input voltage
V1. Therefore, a voltage transfer function VTF of the com-
bined filter and OTA 40 is shown in EQ. 3, below.

VIF=VO/VI=-1/(s*1R*1C). EQ.3:

If we assume that the current in the first capacitive element
C1 is small compared to the current in the load resistive
element RI, then the output current 10 is shown in EQ. 4,
below.

IO=VO/LR. EQ. 4:

Combining EQ. 1, EQ. 3, and EQ. 4, produces a voltage to
current transfer function VITF ofthe combined filter and OTA
40, which is shown in EQ. 5, below.

VITF=DIO/VI=-OCG/(s*1R*1 C*LR). EQ. 5:

Since the ripple cancellation current IC is equal to the
derived output current DIO, EQ. 5 may be rearranged and
expressed in terms of the ripple cancellation current IC (FIG.
5), as shown in EQ. 6, below.

IC=-(VI*OCG)/(s*1R*LC*LR). EQ. 6:

An inductor voltage LV is the voltage across the switching
inductive element LS (FIG. 5) during the normal operation
mode. As such, the inductor voltage LV is about proportional
to the input voltage V1, as shown in EQ. 7, below.

LV=k*VI EQ.7:

The ripple current IR (FIG. 5) is based on the inductance LL
of'the switching inductive element LS (FIG. 5) and the induc-
tor voltage LV, as shown in EQ. 8, below.

LV=k*VI=s*L*IR. EQ. 8:

To maximize cancellation of the ripple current IR (FIG. 5),
the ripple cancellation current IC (FIG. 5) must be about
equal and inverted to the ripple current IR (FIG. 5), as shown
in EQ. 9, below.

IC=-IR. EQ.9:

Substituting EQ. 6 and EQ. 8 into EQ. 9 and rearranging
provides EQ. 10, as shown below.

—(VI*OCG)(s*1R*LC*LR)=-(K*VD)/(s*L). EQ. 10:

Simplifying and solving EQ. 10 for the operating current
gain OCG provides EQ. 11, as shown below.

OCG=(k*1R*1 C*LR)/L. EQ. 11:

By examining EQ. 11, for maximum ripple cancellation,
the operating current gain OCG is dependent on the load
resistive element RL, the first resistive element R1, the first
capacitive element C1, and the switching inductive element
LS (FIG. 5). As such, if initial tolerances of any or all of the
load resistive element RL, the first resistive element R1, the
first capacitive element C1, and the switching inductive ele-
ment LS (FIG. 5) are loose, then an initial calibration of the
open loop ripple cancellation circuit 12 (FIG. 5) may be
needed. For example, in some embodiments of the switching
inductive element LS (FIG. 5), an initial tolerance of the
switching inductive element LS (FIG. 5) is on the order of
about plus or minus twenty percent. Further, if values of any
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or all of the load resistive element RL, the first resistive
element R1, the first capacitive element C1, and the switching
inductive element LS (FIG. 5) drift over time, temperature,
humidity, etc., then periodic calibrations may be needed, one
or more look-up table may be used, or both.

FIG. 10 shows details of the switching controller 32 illus-
trated in FIG. 5 according to one embodiment of the switch-
ing controller 32. The switching controller 32 includes a first
comparator 66, a second comparator 68, a first flip-flop 70,
and a sense resistive element RS. The sense resistive element
RS is coupled between the parallel amplifier 16 (FIG. 5) and
the ground. The first comparator 66 is coupled between the
sense resistive element RS and a set input S to the first flip-
flop 70. The second comparator 68 is coupled between the
sense resistive element RS and a reset input R to the first
flip-flop 70.

As previously mentioned, in one embodiment of the DC-
DC converter 10, during both the calibration mode and the
normal operation mode, the switching supply 14 (FIG. 5)
drives an output current from the parallel amplifier 16 (FIG.
5) toward zero based on the second current sense signal CS2.
As such, the second current sense signal CS2 may toggle
about a threshold value ofthe second current sense signal CS2
that is indicative of zero current from the parallel amplifier 16
(FIG. 5). The second current sense signal CS2 is fed through
the sense resistive element RS, thereby developing a first
sense voltage VS1, which is fed to inputs to the first compara-
tor 66 and the second comparator 68. Other inputs to the first
comparator 66 and the second comparator 68 receive a first
reference signal SR1 and a second reference signal SR2,
respectively. The first reference signal SR1 and the second
reference signal SR2 straddle a switching point that corre-
sponds to the threshold value of the second current sense
signal CS2. As the output current from the parallel amplifier
16 (FIG. 5) toggles about zero, the first comparator 66 and the
second comparator 68 set and reset, respectively, the first
flip-flop 70. An output Q from the first flip-flop 70 provides
the switching control signal SCS. A frequency of the switch-
ing control signal SCS is based on a frequency of the toggling
of the output current from the parallel amplifier 16 (FIG. 5).

An exemplary calibration embodiment of the DC-DC con-
verter 10 (FIG. 5) is presented in which the DC-DC converter
10 (FIG. 5) is calibrated. As such, in the exemplary calibration
embodiment of the DC-DC converter 10 (FIG. 5), the DC-DC
converter 10 (FIG. 5) is in the calibration mode. The parallel
amplifier 16 (FIG. 5) drives the power supply output voltage
PSV (FIG. 1) to be equal to about one-half of the DC source
voltage DCV (FIG. 1), as shown in EQ. 12, below.

PSV=DCV/2. EQ. 12:

As aresult, the DC current ID (FIG. 5) is constant and the
ripple current IR (FIG. 5) is about equal to and inverted from
the parallel amplifier output current IP (FIG. 5), as shown in
EQ. 13, below.

IP=-IR. EQ. 13:

In one embodiment of the DC current ID (FIG. 5), the DC
current ID (FIG. 5) is equal to about zero volts. During a SET
condition of the switching controller 32 (FIG. 5), the switch-
ing control signal SCS (FIG. 5) is a logic HIGH and the
inductor input signal LIN (FIG. 5) is about equal to the DC
source voltage DCV (FIG. 1). During a RESET condition of
the switching controller 32 (FIG. 5), the switching control
signal SCS (FIG. 5) is a logic LOW and the inductor input
signal LIN (FIG. 5) is about equal to zero volts.

As such, during the SET condition of the switching con-
troller 32 (FIG. 5), a voltage across the switching inductive
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element LS (FIG. 5) VLD is maintained at about one-half of
the DC source voltage DCV (FIG. 1), as shown in EQ. 14,
below.

VLD=DCV/2. EQ. 14:

During the RESET condition of the switching controller 32
(FIG. 5), the voltage across the switching inductive element
LS (FIG. 5) VLD is maintained at about negative one-half of
the DC source voltage DCV (FIG. 1), as shown in EQ. 15,
below.

VLD=-DCV/2. EQ. 15:

During the SET condition of the switching controller 32
(FIG. 5), a change in the ripple current IR (FIG. 5) IRC is
positive for a SET condition duration SCD, as shown in EQ.
16, below.

SCD=(IRC*L)/VLD=(IRC*L)/(DCV/2).

During the RESET condition of the switching controller 32
(FIG. 5), a change in the ripple current IR (FIG. 5) IRC is
negative for a RESET condition duration RCD, as shown in
EQ. 17, below.

RCD=(—IRC*L)/VLD=(~IRC*L)/(~DCV/2)=SCD.

A period of the switching control signal SCS (FIG. 5)
TSCS is equal to a sum of the SET condition duration SCD
and the RESET condition duration RCD, as shownin EQ. 18,
below.

EQ. 16:

EQ. 17:

ISCS=SCD+RCD. EQ. 18:

A frequency of the switching control signal SCS (FIG. 5)
FSCS is equal to a reciprocal of the period of the switching
control signal SCS (FIG. 5) TSCS, as shown in EQ. 19, below.

FSCS=1/TSCS. EQ. 19:

The second current sense signal CS2 has a DC offset DCO
and is based on the parallel amplifier output current IP (FIG.
5), as shown in EQ. 20, below.

CS2=(IP/M)+DCO,

where M is a scaling factor. The DC offset DCO is used,
such that the second current sense signal CS2 is always posi-
tive. The first sense voltage VS1 is equal to a product of the
second current sense signal CS2 and a resistance SR of the
sense resistive element RS, as shown in EQ. 21, below.

EQ. 20:

VS1=CS2*SR=(SR*IP)/M+(DCO*SR).

A first voltage difference VD1 is a difference between a
voltage of the first reference signal SR1 and a voltage of the
second reference signal SR2. Therefore, during the RESET
condition duration RCD, the first sense voltage VS1 traverses
the first voltage difference VD1 in an increasing manner.
Conversely, during the SET condition duration SCD, the first
sense voltage VS1 traverses the first voltage difference VD1
in a decreasing manner. The first voltage difference VD1
corresponds to first current difference ID1, which represents
a parallel amplifier output current IP (FIG. 5) difference.
Substituting, the first voltage difference VD1 and the first
current difference ID1 into EQ. 21 produces EQ. 22, as shown
below.

EQ. 21:

VD1=(SR*ID1)/M.

Note that when differences are taken, the (DCO*SR) term
is cancelled. Further, the change in the ripple current IR (FIG.
5) IRC corresponds with the first current difference ID1.
Therefore, substituting EQ. 22 into EQ. 16 produces EQ. 23,
as shown below.

EQ. 22:

SCD=(IRC*L)/(DCV/2)=(2*M*VD1*L)/(SR*DCV). EQ. 23:
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Further, by combining EQ. 17, EQ. 18, EQ. 19, and EQ. 23,
the frequency of the switching control signal SCS (FIG. 5)
FSCS is provided, as shown in EQ. 24, below.

FSCS=(SR*DCV)/(4*M*VD1*L). EQ. 24:

FIG. 11 shows details of the calibration oscillator 30 illus-
trated in FIG. 4 according to one embodiment of the calibra-
tion oscillator 30. The calibration oscillator 30 includes an
oscillator amplifier 72, a third comparator 74, a fourth com-
parator 76, a second flip-flop 78, a sense capacitive element
CS8, an oscillator resistive element RO, a first divider resistive
element RD1, and a second divider resistive element RD2.
The sense capacitive element CS has a sense capacitance SC
and the oscillator resistive element RO has an oscillator resis-
tance OR.

The first divider resistive element RD1 is coupled between
an input to the oscillator amplifier 72 and the ground. The
second divider resistive element RD2 is coupled between the
input to the oscillator amplifier 72 and the DC power source
20 (FIG. 1). The oscillator resistive element RO is coupled
between a primary output from the oscillator amplifier 72 and
an output Q from the second flip-flop 78. The sense capacitive
element CS is coupled between a sense output from the oscil-
lator amplifier 72 and the ground. The third comparator 74 is
coupled between the sense capacitive element CS and a set
input S to the second flip-flop 78. The fourth comparator 76 is
coupled between the sense capacitive element CS and a reset
input R to the second flip-flop 78.

In one embodiment of the calibration oscillator 30, during
the calibration mode, the calibration oscillator 30 mimics
behavior of the switching controller 32 (FIG. 5) to determine
the estimate of the current gain ECG. Therefore, during the
calibration mode, the first divider resistive element RD1 and
the second divider resistive element RD2 form a voltage
divider to provide a calibration reference voltage to the input
to the oscillator amplifier 72. As such, during the calibration
mode, the oscillator amplifier 72 provides the calibration
reference voltage from the primary output to the oscillator
resistive element RO.

The oscillator amplifier 72 provides an oscillator current IS
from the primary output and a capacitor current [T from the
sense output. During the calibration mode, the oscillator
amplifier 72 receives the estimated current gain signal CGS,
such that a current gain of the oscillator amplifier 72 is based
on the estimated current gain signal CGS. The oscillator
amplifier 72 regulates the voltage from the primary output to
maintain the calibration reference voltage. Therefore, the
oscillator current IS will be based on downstream circuitry.
As aresult, the oscillator amplifier 72 will regulate the capaci-
tor current IT to maintain the current gain specified by the
estimated current gain signal CGS. In one embodiment of the
oscillator amplifier 72, the capacitor current IT is related to
the oscillator current IS as shown in EQ. 25, below.

IT=(ECG*IS)/N, where N is a scaling factor. EQ. 25:

Since the oscillator amplifier 72 regulates the capacitor
current I'T during the calibration mode, the capacitor current
1T may toggle about a calibration threshold value. The capaci-
tor current IT is fed through the sense capacitive element CS,
thereby developing a second sense voltage VS2, which is fed
to inputs to the third comparator 74 and the fourth comparator
76. Other inputs to the third comparator 74 and the fourth
comparator 76 receive a third reference signal SR3 and a
fourth reference signal SR4, respectively. The third reference
signal SR3 and the fourth reference signal SR4 straddle a
calibration switching point that corresponds to the calibration
threshold value of the capacitor current I'T. As the oscillator
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current IS and the capacitor current IT toggle back and forth,
the third comparator 74 and the fourth comparator 76 set and
reset, respectively, the second flip-flop 78. An output Q from
the second flip-flop 78 provides the oscillator output signal
0O0S. A frequency of the oscillator output signal OOS is
based on a frequency of the toggling of the capacitor current
IT.

In the exemplary calibration embodiment of the DC-DC
converter 10 (FIG. 5) described above, the DC-DC converter
10 (FIG. 5) is in the calibration mode. The exemplary cali-
bration embodiment of'the DC-DC converter 10 (FIG. 5) as it
pertains to the calibration oscillator 30 is presented. As such,
the oscillator amplifier 72 mimics the parallel amplifier 16
(FIG. 5), the third comparator 74 mimics the first comparator
66 (FIG. 10), the fourth comparator 76 mimics the second
comparator 68 (FIG. 10), and the sense capacitive element CS
and the oscillator resistive element RO in combination mimic
behavior of the switching inductive element LS (FIG. 5). The
oscillator amplifier 72 regulates its output voltage to be equal
to about one-half of the DC source voltage DCV (FIG. 1). In
this regard, the capacitor current IT is based on the oscillator
current IS as shown in EQ. 26, below.

IT=(ECG*DCV)/(2*N*OR).

A frequency of the oscillator output signal OOS (FOOS) is
provided by EQ. 27, as shown below.

EQ. 26:

FOOS=(ECG*DCV)/(4*N*VD1 *OR*SC). EQ. 27:

By adjusting the estimate of the current gain ECG, the
frequency of the oscillator output signal OOS (FOOS) can be
made to equal the frequency of the switching control signal
SCS (FIG. 5) FSCS, thereby calibrating the DC-DC converter
10 (FIG. 5).

Some of the circuitry previously described may use dis-
crete circuitry, integrated circuitry, programmable circuitry,
non-volatile circuitry, volatile circuitry, software executing
instructions on computing hardware, firmware executing
instructions on computing hardware, the like, or any combi-
nation thereof. The computing hardware may include main-
frames, micro-processors, micro-controllers, DSPs, the like,
or any combination thereof.

None of the embodiments of the present disclosure are
intended to limit the scope of any other embodiment of the
present disclosure. Any or all of any embodiment of the
present disclosure may be combined with any or all of any
other embodiment of the present disclosure to create new
embodiments of the present disclosure.

Those skilled in the art will recognize improvements and
modifications to the embodiments of the present disclosure.
All such improvements and modifications are considered
within the scope of the concepts disclosed herein and the
claims that follow.

What is claimed is:

1. Circuitry comprising:

a parallel amplifier configured to during a calibration
mode, regulate a power supply output voltage based on
a calibration setpoint;

a switching supply configured to drive a parallel amplifier
output current toward zero using a switching control
signal, such that during the calibration mode, an esti-
mate of a current gain is based on the switching control
signal; and

an open loop ripple cancellation circuit configured to:
during the calibration mode, be disabled; and
during a normal operation mode, provide a ripple can-

cellation current based on the estimate of the current
gain.
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2. The circuitry of claim 1 further comprising a direct
current (DC)-DC converter, which comprises the parallel
amplifier, the switching supply, and the open loop ripple
cancellation circuit.

3. The circuitry of claim 2 wherein the DC-DC converter
further comprises power supply control circuitry configured
to select one of the normal operation mode and the calibration
mode.

4. The circuitry of claim 3 wherein during the normal
operation mode, an operating current gain of the open loop
ripple cancellation circuit is based on the estimate of the
current gain.

5. The circuitry of claim 3 wherein during the calibration
mode, a calibration circuit is further configured to provide the
estimate of the current gain to the power supply control cir-
cuitry via an estimated current gain signal.

6. The circuitry of claim 3 further comprising a calibration
circuit, such that:

the calibration circuit is configured to receive the switching
control signal and provide the estimate of the current
gain; and

the power supply control circuitry is further configured to
periodically toggle between the normal operation mode
and the calibration mode to compensate for drift in the
DC-DC converter.

7. The circuitry of claim 6 wherein the drift in the DC-DC
converter is based on at least one of changes in an operating
temperature of the DC-DC converter, changes in a normal
operation setpoint of the DC-DC converter, and changes in a
DC source voltage of the DC-DC converter.

8. The circuitry of claim 3 wherein:

a calibration circuit is configured to receive the switching
control signal and provide the estimate of the current
gain; and

the power supply control circuitry is further configured to
compensate for drift in the DC-DC converter using at
least one look-up table.

9. The circuitry of claim 8 wherein the drift in the DC-DC
converter is based on at least one of changes in an operating
temperature of the DC-DC converter, changes in a normal
operation setpoint of the DC-DC converter, and changes in a
DC source voltage of the DC-DC converter.

10. The circuitry of claim 8 wherein the calibration circuit
is external to the DC-DC converter.

11. The circuitry of claim 2 wherein during the calibration
mode, a calibration circuit is configured to receive the switch-
ing control signal and provide the estimate of the current gain.

12. The circuitry of claim 11 wherein the estimate of the
current gain is further based on a frequency of the switching
control signal during the calibration mode.

13. The circuitry of claim 12 wherein during the calibration
mode:

the calibration circuit comprises a calibration frequency
comparator and a calibration oscillator;

the calibration oscillator provides an oscillator output sig-
nal having a frequency based on an estimated current
gain signal;

the calibration frequency comparator receives the oscilla-
tor output signal and the switching control signal, and
provides the estimated current gain signal based on a
frequency difference between the oscillator output sig-
nal and the switching control signal; and

the calibration frequency comparator and the calibration
oscillator form a frequency locked loop, such that the
estimated current gain signal is representative of the
estimate of the current gain.
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14. The circuitry of claim 2 wherein:

the parallel amplifier is further configured to during the
normal operation mode, regulate the power supply out-
put voltage based on a normal operation setpoint; and

the switching supply is further configured to drive the
parallel amplifier output current toward zero using the
switching control signal during both the calibration
mode and the normal operation mode.

15. The circuitry of claim 2 wherein a DC power source is
configured to provide a DC source signal to the DC-DC
converter, such that the power supply output voltage is based
on the DC source signal, which has a DC source voltage.

16. The circuitry of claim 15 wherein the calibration set-
point is equal to about one-half of a magnitude of the DC
source voltage.

17. The circuitry of claim 15 wherein the DC power source
is a battery.

18. The circuitry of claim 2 wherein:

the DC-DC converter has an output connection node;

the DC-DC converter is configured to provide a power

supply output signal via the output connection node;
the power supply output signal has the power supply output
voltage;

the open loop ripple cancellation circuit is coupled to the

output connection node;

the parallel amplifier is coupled to the output connection

node; and
the switching supply comprises a switching controller,
switching circuitry, and a switching inductive element,
such that the switching inductive element is coupled
between the switching circuitry and the output connec-
tion node.
19. The circuitry of claim 18 wherein:
the switching controller is configured to provide the
switching control signal to the switching circuitry;

during both the calibration mode and the normal operation
mode, a frequency of the switching control signal is
based on an inductance of the switching inductive ele-
ment; and

during the calibration mode, the estimate of the current

gain is based on the inductance of the switching induc-
tive element.

20. The circuitry of claim 2 wherein during the normal
operation mode, the open loop ripple cancellation circuit is
further configured to operate using an operating current gain
to approximately maximize cancellation of a ripple current at
a desired ripple cancellation frequency.

21. The circuitry of claim 20 wherein the desired ripple
cancellation frequency is equal to about 30 megahertz.

22. The circuitry of claim 20 wherein the desired ripple
cancellation frequency is about equal to a radio frequency
(RF) duplex frequency.

23. The circuitry of claim 2 wherein during the normal
operation mode, the ripple cancellation current at least par-
tially cancels a ripple current produced by the switching
supply.

24. The circuitry of claim 2 wherein the open loop ripple
cancellation circuit comprises a delay circuit, which is con-
figured to during the normal operation mode, receive and
delay the switching control signal to provide an input signal,
such that the ripple cancellation current is based on the input
signal.

25. The circuitry of claim 24 wherein the open loop ripple
cancellation circuit further comprises a combined filter and
operational transconductance amplifier (OTA), which is con-
figured to during the normal operation mode, receive and
high-pass filter the input signal to provide a derived output
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current, such that the ripple cancellation current is further
based on the derived output current.
26. A method comprising:
during a calibration mode, regulating a power supply out-
put voltage based on a calibration setpoint using a par-
allel amplifier;
driving a parallel amplifier output current toward zero
using a switching supply based on a switching control
signal, such that during the calibration mode, an esti-
mate of a current gain is based on the switching control
signal;
during the calibration mode, disabling an open loop ripple
cancellation circuit; and
during a normal operation mode, providing a ripple can-
cellation current based on the estimate of the current
gain.
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